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 Weatherproof WS - 789

Non Bleeding Weather Silicone Sealant (WS 789) is a one-component, neutral cure versa�le sealant.
Cures at room temperature in the presence of atmospheric moisture to give a permanently flexible 
silicone rubber. With high bonding strength with mul�ple suitable substrates.

Hardness (Shore A)

Standard Measured Value

* Test at 50 ± 5% RH and temperature 23±2°C: 

Density (g/cm³)

Skin forma�on �me

Slump ability (mm)

Curing Speed (mm/h)

Tensile Strength N/mm²

Elonga�on of Rupture (%)

Applica�on Temp 

10-30 min

None Observed 

3 mm /24 hrs

27 - 32

1.5 - 2.0

>300 %

Storage 12 Months 
(Storage under 25°C) 

15°C to 35°C

• Neutral Cure Versa�le Sealant • Weather seal in curtain wall applica�on 
• No smell • Corrosion free • Super Leakage Control 
• High Adhesion & Cohesion • High UV Resistance 
• Weather proof & Waterproof ideal for Interiors & Exteriors

PACK AVAILABLE

• 600 ML Bo�le
• 300 ML Bo�le

COLOURS AVAILABLE

• Black
• White
• Clear 
• Grey (8003)
• Brown (7040)

PRODUCT FEATURES

PRODUCT BENEFITS

TECHNICAL DATA SHEET

* These values may vary depending on environmental factors such as temperature, moisture, and type of substrates.

* This informa�on relates to fully cured products.

Clear

Colors

1.00 ± 0.02(g/ml)

Black • White • Clear • Grey 
• Brown
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